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1. Description F= a4

1.1General Description = gaifiiR

The Red source color devices are made with AlGalnp on Substrate Light Emitting Diode .

Product Package:2.7mmXx2.0mmX0.6mm.
Z4T¢ LED A AlGalnp BIMTRS A BAMA, PR 2.7mmX2.0mmX0.6mm.

1.2Features = RISE
» EMC Package. EMCHf3#E

» Extremely wide viewing angle. X tfAE X

» Suitable for all SMT assembly and solder process. &R TFFAEMSMTAEIIEIETZ
» Available on tape and reel i& AT & MK &5

» Moisture sensitivity level: Level 2./5#1%4k Level2

» RoHS compliant.;#%ERoHSE R

» Qualifications: The product qualification test plan is based on the guidelines of AEC-Q102
Stress Test Qualification for Automotive Grade Discrete Semiconductors & : F= AR iTX

BT AEC-Q102 RELR D U F SRR F7MIR AN

1.3Application = &a R B
» Automotive Lighting Interior and Exterior.;SZ= R HF15MhERE
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Fig.1-5Soldering Patterns #7F1842

Notes &%

1. All dimensions units are millimeters. FiE R ~TiRFB I NZEHK

Fig.1-4Polarity &1

2. All dimensions tolerances are +0.05mm unless otherwise noted.BREFRIAREIN, FRIERTAZE R +0.05 =K
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1.5Product Parameters F= &K

Table 1-1 Electrical / Optical Characteristics at Ts=25°C B4 524514

Forward Voltage

= 18 - 24
i Ve l-=200mA v
Reverse Current | VR=5V 10 A
() " " B B i
Dominant Wavelength \ I=200mMA 62 63
e - 75 3
(K ° e "
Luminous Flux ® > p " 37 |
(ER) " ' B "’
Viewing Angle 201/2 IF=200mA 120 d
(KA =" o B ”

Thermal Resistance. .
(346R) RthHis IF=200mA === --- 22 CIw

Table 1-2 Absolute Maximum Ratings at Ts=25°C #43f&A{E

Power Dissipation

Forward Current
(EMH7) Iv 240 mA
Peak Forward Current
Reverse Voltage
(RIEEBE) Ve S v
Electrostatic Discharge
Operating Temperature
Storage Temperature 3
Junction Temperature .\
(&8) T 150 C
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Notes &7F:
1. 1/10 Duty cycle, 10ms pulse width. Bk3z10ms, 5% EL1/10.
2. The above forward voltage measurement allowance tolerance is +0.1V. U EFAREENEIRE +0.1V.
3. The above color coordinates measurement allowance tolerance is +0.005. LI_EFrR#ATNEIRZE+ 0.005.

4. The above luminous intensity measurement allowance tolerance +10%. _EiR&FBERNIXAFAEN

+10%.

5. Care is to be taken that power dissipation does not exceed the absolute maximum rating of the product. &5
IhERR BT IE R A E,

6. All measurements were made under the standardized environment of Refond. FrEiR#REFIHENEN
ENEFE S,

7.When the LEDs are in operation the maximum current should be decided after measuring the package
temperature,junction temperature should not exceed the maximum rate. LED FFIHIR A BB EIRIERTRF

HHE, LETEBIRAE,

8. ESD yield is over 90% at 2000V ESD (HBM). ESD protection during products handing is needed. 90%HJLED
‘i AFRICESD2000V ik, R (ERHE T EFREHR.

1.6Bin Range Of Forward Voltage and Luminous Flux (IF=200mA)BES#EH 5
BIN SEEE(IF=200mA)

Table 1-3
vV BO Co DO
] 2.0-2.2 22-2.4 24-2.6
( LA LB MA MB
® "I 24.2-26.9 26.9-30 30-33.4 33.4-37
F2 Gl G2
WD(nm)
627.5-630 630-632.5 632.5-635
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1.7 Typical Optical Characteristics Curves BB Y2451 £k
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2. Packaging Friafit

2.1 Packaging Specification B3

Package:4000pcs/reel. B &% 4000pcso

2.1.1Carrier Tape Dimension &R~

AOQ KO
m&@

Fig.2-1 Carrier Tape Dimension R <

2.1.2Reel Dimension &R~

| Table 2-1Reel Dimension &R~
A 12+0.1mm
O mM
B 180+ 1mm
[am)
C 60X 1mm
A
Label #r%* D 13.0+0.5mm

Fig.2-2Reel Dimension &£ R~

Notes &%

The tolerances unless mentioned +0.1mm. Unit : mmj¥: FFANERNT0.1ZHK, R~TE4: EX,
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2.1.3Label Form Specification #5& fg
Table 2-2 Specification ¥#1&

| product name
PART NO:XX-XXO000XXX-XX-XX MSL X PART NO. Part Number 54
IR et UL SPECNO.  Spec Number H11&
LOT NO: XXXX-XXXO0OOXXXXXXX |hatchISpIitterISequence number LOT NO Lot Number #/2 S
: ot Number #tx
IS 222= M e
BIN CODE:ZXXX/XXXX bin number! quantity [ = Bin Code XA
i ) TR i NEE
T fﬁ%ﬁfﬁ%mx z — Luminous fux JERE
. : Chromaticity Bin X
IV:X-Xmed VF:X-Xv  XY:X bateh/Splitter/Sequence number/
‘Photoelectric Parameters:med/im vf xy:'wld‘ bin number/ quantity | VF Forward Voltage [EREE
_ e WLD Wavelength &S
Fig. 2-3 Label #7:52 QTY Packing Quantity ¥1&

DATE Made Date &= HHA

2.2Moisture Resistant Packing Pr#iE %

Moisture Barrier Bag Label
apLESS PREE

Y U

Fig.2-4Moisture Resistant Packing [ j#] £l %%

2.3Cardboard Box 34K
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Fig.2-5Cardboard Box {2545
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2.4Reliability Test Items And Conditions {S#i%:MiX 0 H R &4

Table 2-3 Reliability Test Items And Conditions {SH#itE XM B K & &

Reflow Temp:260°Cmax _
JESD22-B106 2times 20pcs. 0/1
BV T=10 sec
MSL2
JESD22-A113 85°C/ 60%RH 168 hrs. 20pcs. 0/1
yapi 2
o | Shock -40°C 15min
Thermal Shoc
JEI';%E;)(;??Ol 1110s 1000 cycle| 20pcs. 0/1
BT
125°C 15min
Life Test Ta=105°C
e JESD22-A108 1000hrs. 20pcs. 0/1
=omallizt IF=200mA
High Temperature
. . e . ] 0,
High Humidity Life Test | jespp2-a101| 82 ¢/85%Rw | 1600nrs. | 20pcs. 0/1
L IF=200mA
= e
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2.5 Criteria For Judging Damage &¥HIEIRHE

Table 2-4Criteria For Judging Damage 33 EHT &

Forward Voltage

[EREE

Vr IF=200mA - U.S.L*)x1.1

Reverse Current

. Ir Vr =5V - U.S.L*)x2.0
R

Luminous Flux

® IF=200mA L.S.L*)x0.7 -

Notes &%

1.U.S.L: Upper standard level #11&_EPR L.S.L: Lower standard level #i#g T FR

2.The above reliability tests is based on the verification of a single/strip LED of Refond's existing experimental
platform,the reliability experiment was taken under good heat dissipation conditions. when customers applies
the LED to the series and parallel circuit, should take consideration of all the factors such as the current,

voltage distribution, heat dissipation and others. LA LR[S NI ERE FInFEME LR TS R F/5 LED T RIFHAR
FHWIETHER. EFPWHRF LED A TR, HEXKLREN, FETIHMEER. BESER. #AFRR,

3.The technical information shown in the data sheets is limited to the typical characteristics and circuit examples
of the referenced products. It does not constitute the warranting of industrial property nor the granting of any

license. LA ERABIRNAFMIVEEE, RFASE, FMEAERNARAMNASNHRIE,
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3. SMT Reflow Soldering Instructions SMT [El5% &% EH

3.1SMT Reflow Soldering Instructions SMT [BI3% &% BH

Critical Zone

TP 7777777777777777777777777 t 94’7 1 ———
Ramp—up /_\ T to Tp
|
TLob— - - ____ ‘
[eD)
2 w
= R EEEEEETREE L |
TS min I I
s \ |
S, . _w_/_ _ ____________1 !
= : ts ‘
g Preheat
|
|
25 .
t 25°C to Peak ‘
Time —>

Fig.3-1SMT Reflow Soldering Instructions SMT [BI55 (&5t ER

Table 3-1Reflow parameters |57 5 2 %k

Average temperature rise speedFIIFHRRE (Tsmax ZETr) =&=3 °C/#) Max 3 °C/'s
Preheating: minimum temperature¥i#: RIKEE (Tsmin) 150 °C
Preheating: Max temperaturefif#: smemE (Tsmax) 200 °C
Preheating: TimeFi#%: BYjE] (Tsmin  FETsmax) 60 - 120#)  60s-120s
Time limited to maintain high temperature: the temperature[RiS 45538 : 017 oG
EE (T
Time limited to maintain high temperature: The Time :EA & B
X 9 P PREJEESS R &%60%) Max 60s
i8] (t)
Peak /Classification of temperature:l&{& / S3E8BE (Te) 260 °C
Time limit classification of peak temperature timefRFfIE{E D SEE : B
&%10%) Max 10s

(to)
Hold time within 5°Cwith the actual peak temperature (TP) 532Brl&{EE

\ P P (TP) SXIER %30%)  Max 30s
FE (Tr)AEZ5°C LA RY SR I5FBY (8]
Cooling speedf&;B iR E =6 °C/#) Max 6 °C/s
Needed time from 25 °C to Tp  25°CH EI&{EEEFRERAE] R%877%H Max 8 minutes
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Notes &% :

(1)Reflow soldering should not be done more than twice. If more than 24 hours between the two solderings ,
LED will be damaged. [EIFREREARLUBEFXR, FREIIERIBT 8l EfRI1REET24/\6Y, LEDAIGE FTIRE
[l

(2)When soldering , do not put stress on the LEDs during heating./&#%8Y, AEEMESHANBAHERERE.

3.1.1 Soldering Iron |&$kIFE

(1) When do soldering by hand, keep the temperature of iron below less 300°C less than 3 seconds. HF T2
Y IR ERBVRE U/ NF300°C, BYE]ARRTEEE 3%,

(2) Soldering by hand should be done only one time.3F T /84 2 al{8&E—X,

3.1.2 Repairing &b

Repairing should not be done after the LEDs have been soldered. When repairing is unavoidable,a double-

head soldering iron should be used (as below figure). It should be confirmed in advance whether the

characteristics of LEDs will or not be damaged by repairing.

LEDEIRIEEFANIZIEE, HUTEER, SERANSKIEk, MEAFLANBHNEMERNEFEHRALEDES

GRESTE

3.1.3 Cautions JFEEIM

(1) The encapsulated material of the LEDs is silicone. Therefore the LEDs have a soft surface on the top of

package. The pressure to the top surface will be impacted on the reliability of the LEDs. Precautions should be

taken to avoid the strong pressure on the encapsulated part. So when usethe picking up nozzle, the pressure on
the silicone resin should be proper. LEDH&RERAER, RERNK, AOIRERERESFMLEDISEY, FLbN
BphiErEe e IEIRER Y, SEARER, RARENENINEESE/,

(2) Components should not be mounted on warped (non coplanar) portion of PCB. After soldering, do not warp
the circuit board.LED TERAEIZZE TN PCB IR L, 1B G, HAETINLRR,

(3) Do not apply mechanical force or excess vibration during the cooling process to normal temperature after
soldering. Do not rapidly cool device after soldering. B8 2 F2 3 1H, REXMEISLMIN G, BREFZE
&), ARG, FEXBHRILANNA.
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4. Handling Precautions = @{EREEEM

4.1 Handling Precautions = mERFEEM
(1) LED operating environment and sulfur element composition cannot be over 100PPM in the LEDmating
usage material. This is provided for informational purposes only and is not a warranty or endorsement.LED T{E
MERS LED EREMNMEIRIRITRE R EMIRNAREE 100PPMXRZ— NI, FMEERIGRER,
(2) In order to prevent ex-ternal material from getting into the inside of LED, which may cause the malfunction
of LED, the single content of Bromine element is required to be less than 900PPM,the single content of
Chlorine elementis required to be less than 900PPM,the total content of Bromine element and Chlorine element
in the external materials of the application products is required to be less than 1500PPM. This is provided for
informational purposes only and is not a warranty or endorsement.5 7 F5LESN ¥\ LED REFLUERL LED
BHn, PRAIRERFTAESGSS, B—RITESEER/NF 900PPM, BE—STHREEER/)\F 900PPM,
RITESETELFSEXLTUNTF 1500PPM. XRE2—PNEIN, FMEEMASRIER,
(3) VOCs (Volatile organic compounds) emitted from materials used in the construction of fixtures can
penetrate silicone encapsulants of LEDs and discolor when exposed to heat and photonic energy. The result
can be a significant loss of light output from the fixture. Knowledge of the properties of the materials selected to
be used in the construction of fixtures can help prevent these issues. Refond advises against theuse of any
chemicals or materials that have been found or are suspected to have an adverse affect on device performance
or reliability. To verifycompatibility, Refond recommends that all chemicals and materials be tested in the
specific application and environment for which they are intended tobe used. Attaching LEDs, do not use
adhesives that outgas organic vapor. NZFEHFIIELRUMREEEE LED NEE, ERBEFENXTFRMANEMY
T, SSHLED T8, #AMENT™ENR, =17 HREMHMEEE R R EXER, KhFRISEREMAXS LED
B[RS E A RIEEENYRTAME, FTEXEMERERIEL THERNITREE. HWHFENREM
AR, WFERIIFIERYIRAMMELEITHESIERNR. E3E LED IHR, FEEARFEBIUERMESA
HIRELET
(4) Handle the component along the side surface by using forceps or appropriate tools; Do not directlytouch or
Handle the silicone lens surface, it may damage the internal circuitry. 3@ & YA T B MM EHIEH<EY, 7]
EERFIRGERERARE, ErESRIFAEBER.
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Fig 4-1Handling Precautions = S B EEIN

(5) In designing a circuit,the current through each LED can not exceed the absolute maximum rating specified
for each LED.In the meanwhile,resistors for protection should be applied,otherwise slight voltage shift will cause
big current change,burn out may happen. The driving circuit must be designed to allow forward voltage only
when it is ON or OFF.If the reverse voltage is applied to LED, migration can be generated resulting in LED
damage. &ITEBRE, & LED HNERFEEIMENZRAE, B, EFFERFRIFBEME, SN, HUNRIBEEE
URE5IRRABREN, UESH~miRR. BRIZITUIRIEIBEABHE XANIHEHILER BERNZE
i, FERINRE, SWSHREF LED,

(6) Thermal Design is paramount importance because heat generation may result in the Characteristics
decline,such as brightness decreased,Color change and so on.Please consider the heat generation of the
LEDs when making the system design.LED B ZE 5 B SHNEARFIMERRENEMNE, BEASXMER LED
EHWE, MENEE, FUEIRITEN IS0 SaAn =,

(7) Compared to standard encapsulants, silicone is generally softer, and the surface is more likely to attract
dust,requiring special care during processing. In cases where a minimal level of dirt and dust particles cannot
be guaranteed, a suitable cleaning solution must be applied to the surface after the soldering of components.
Refond suggests using isopropyl alcohol for cleaning. In case other solvents are used, it must be assured that
these solvents do not dissolve the package or resin. Ultrasonic cleaning is not recommended. Ultrasonic
cleaning may cause damage to the LED. S5HEtIEKAALL, BERBEIRR, REZ WY, NANRSFFE
B, SNFEEFEERREHN, BREUEFEEXARINERA, RINEEFASREEFAN, NHE

B EMBERT, SAREFAIRIATEE, BEFARESY LED HRINE, FTHEFEXMFRTI.
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Table 4-1Storage fi7F
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Before Opening Aluminum Bag

Within 1 Year From Date

<30°C <75%
e —FR
Storage
Recommended for use
fitfF | After Opening Aluminum Bag
<30°C <60% within 24 hours
REE \
B4/ N NEF
Baking =24hours
60+5°C -
it RF24/083

(8) If the moisture absorbent material (silica gel) has faded away or the LEDs have exceeded the storage

time,baking treatment should be performed after unpacking and based on the following condition (60+5) C
for above 24 hours SIRTFIFFIHBEK, HEFmATEULBREFRM, FIFQEHITHEE, MBS
60+5°C, KTF 24 /)\Bd,
If the package is flatulence or damaged,please notify the sales staff to assist. IR BEKSHE KR, HBEMHE
EARDEIRIE,
(9)Similar to most Solid state devices; LEDs are sensitive to Electro-Static Discharge (ESD) and Electrical Over
Stress (EOS). GEMMF SRBFRMM—, LED WHRBEIREZTIFEHxK, TEMTFHIF.

(10) Other points for attention, please refer to our relevant information. H &3 EETIE S BT ER X E K
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Declare EREH
This specification is written both in English and in Chinese and the latter is formal.

FEABBURRXEARE, EHARUPARE N,
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